










































6.   TROUBLE SHOOTING

6.1   Non-error tips

Q: Why compressor can't start immediately after setting?
A: Unit will wait for 3 minutes to balance the pressure of system 

before starting compressor again, it's a self protection logic of unit.

Q: Why sometimes the temperature shown on the display panel 
decreased while unit is running?

A: When the upper tank temperature is much higher than the bottom 
part, upper part hot water will be mixed by the bottom cold water 
which is continually flow from inlet tap water so that will decrease 
the upper part temperature.

Q:Why sometimes the temperature shown on the display decreased 
but unit still keep closed?

A: To avoid unit ON/OFF frequently, unit will activate heat source 
only when bottom tank temperature is lower than setting 
temperature or max. temperature for at least 6 ºC.

Q:Why sometimes the temperature shown on the display will 
decreased dramatically?

A: Because tank is pressure-bearable type, if there is massive hot 
demand, hot water will quickly tapped out from upper part of tank 
as well as cold water will quickly tapped into bottom part of bank 
if the cold water surface emerge the upper temperature sensor, 
temperature shown on the display will decreased dramatically.

Q: Why sometimes the temperature shown on the display is 
decreased a lot, but there is still a mount of  hot water can be 
tapped?

A: Because the upper water sensor is located on the upper 1/4 tank, 
when display temperature starts falling down quickly, it means 
there is at least 1/4 tank of hot water available. 

· Reorient or relocate the receiving antenna.

· Connect the equipment into an outlet on 
a circuit different from that to which the 
receiver is connected.
· Consult the dealer or an experienced radio/
TV technician for help.

5.5 Compliance

Wireless module models:

This device complies with Part 15 of the FCC Rules and it 
contains licence exempt transmitter(s) / receiver(s) that 
comply with Innovation, Science and Economic
Development Canada’s licence-exempt RSS(s).
Operation is subject to the following two conditions:
(1)
(2)

 This device may not cause harmful interference;
This device must acceptany interference, including
interference that may cause undesired operation of the 
device.

We, hereby declare that this device is in compliance with the 
relevant provisions of RE Directive 2014/53/EU. A copy of 
the full DoC is attached (Europen Union products only).

US-SK105, EU-SK105, EU-SK107, US-SK107:
FCC ID: 2ADQOMDNA21
IC: 12575A-MDNA21
US-SK106, EU-SK106:
FCC ID: 2ADQOMDNA22
IC: 12575A-MDNA22

US-SK109, EU-SK109, EU-SK110, US-SK110:
FCC ID: 2ADQOMDNA23
IC: 12575A-MDNA23

In Canada:
CAN ICES-3(B)/NMB-3(B)
Le présent appareil est conforme aux CNR Innovation, 
Sciences et Développement économique Canada 
applicables aux appareils radio exempts de licence. 
L’exploitation est autorisée aux deux conditions suivantes:
(1) il ne doit pas produire de brouillage et (2) l’ utilisateur du 
dispositif doit étre prêt à accepter tout brouillage 
radioélectrique reçu, même si ce brouillage est susceptible 
de compromettre le fomctionnement du dispositif.

Cet émetteur ne doit pas être Co-placé ou ne fonctionnant 
en même temps qu’aucune autre antenne ou émetteur. 
Cet équipement devrait être installé et actionné avec une 
distance minimum de 20 millimètres entre le radiateur 
et votre corps.

This device complies with FCC radiation exposure limits 
set forth for an uncontrolled environment. In order to avoid 
the possibility of exceeding the FCC radio frequency 
exposure limits, human proximity to the antenna shall not 
be less than 20cm (8 inches) during normal operation.  

Only operate the device in accordance with the instructions
supplied. 
Changes or modifications to this unit not expressly 
approved by the party responsible for compliance could 
void the user's authority to operate the equipment.

NOTE
This equipment has been tested and found 
to comply with the limits for a Class B  digital 
device, pursuant to part 15 of the FCC Rules.
These limits are designed to provide 
reasonable protection against harmful 
interference in a residential installation. This 
equipment generates, uses and can radiate 
radio frequency energy and, if  not installed 
and used in accordance with the instructions, 
may cause harmful interference to radio 
communications. However, there is no 
guarantee that  interference will not occur 
in a particular installation. If this equipment 
does cause  harmful interference to radio or 
television reception, which can be 
determined by turning the equipment off and 
on, the user is encouraged to try to correct 
the  interference by one or more of the 
following measures:  
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If electricity power failed, unit can memorize all setting parameters, 
unit will be back to the previous setting when power recover.

When there is no operation of button for 1 minute, button will be 

locked except Unlock button        +           for 2s, unlock buttons.  
5.8 Screen Auto Lock
If there is no operation of button for 60s, screen will be locked
(extinguished) except for error code and alarm icon.Press any 
button will unlock the screen(lighten). Enter engineering mode 35 
channel enable this function.

5.6 Auto-restart

5.7 Button Auto Lock
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6.2  Something about self-protection of unit

6.3  When error happened

When the self-protection happens, the system will be stopped 
and start self-check, and restart when the protection resolved.

When the self-protection happens,  the       will flash and error 
code will be shown at water temperature indicator. But the       
and error code does not disappear until protection resolved.

In the following circumstance, self-protection may happen:
Air inlet or outlet is blocked;
The evaporator is covered with too much dust;
Incorrect power supply(exceeding the range of 220-240V).

1)

2)

3)

Q: Why sometimes the buttons are unavailable?
A: If there is no operation on panel for 1 min, unit will lock the panel, 

shows "   ", to unlock the panel, please press the "            " button 
for 2 seconds.

Q: Why sometimes there is some water flowed from drainage pipe of 
PTR valve?

A: Because the tank is pressure-bearable one, when water is heated 
inside the tank, water will expand, so the pressure inside of tank 
will increase, if pressure goes up more than 1.0MPa, PTR valve 
will activate to relief the pressure and hot water drop will be 
discharged correspondingly. If water drop is continually 
discharged from PTR valve drainage pipe, it is abnormal, please 
contact qualified stuff to repair.

If some normal errors happen, unit will automatically shift to 
E-heater for emergent SHW supply, please contact qualified 
staff to repair. 

If some sever errors happen, unit will not start, please contact 
qualified staff to repair.

1)

2)
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Malfunction DescriptionDisplay

IGBT sensor failureEC55

T2b sensor failureEC56

NOTE

The diagnostic codes listed above are the 
most common. If a diagnostic code not 
listed above is displayed, contact 
residential technical assistance 
referenceing the number on the front of 
this manual.

Open the drainage valve, and drain out the water, until there are 
no water flow out.

Get off the anode rod.

Replace with a new one, and make sure effective sealed.

Open cold water inlet tap untill water flows out from outlet tap,
then turn of water outlet tap.

Power on then restart the unit.

As the Anode Rod needs to be replaced from the top, a 
minimum height of 800mm needs to be left at the top of the 
installation to allow for the replacement of the Anode Rod.
Replacement of Anode Rods should be carried out by a profes-
sional service technician, do not replace Anode Rods without 
authorization as this may damage the tank.

Anode Rod

NOTE:






